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Bestell-Nr. Bezeichnung

3000 730 Kupplungsmechanik, nur drucklos kuppelbar

3000 731 Einschraubnippel, nur drucklos kuppelbar

Abmasse und weitere Ausführungen siehe ROEMHELD-Katalogblatt
F9.430 / 12-02.

Bestell-Nr. Description

3000 717 Kupplungsträger, nur drucklos kuppelbar

3000 718 Nippelträger, nur drucklos kuppelbar

Abmasse und weitere Ausführungen siehe ROEMHELD-Katalogblatt
F9.440 / 1-03.

Anwendungsbeispiel

Example

Mediendurchführung
Flow system

Order no. Description

3000 730 Couplimg mechanics, for depressurised coupling

3000 731 Threaded nipple, for depressurised coupling

Dimensions an other variants see ROEMHELD catalogue sheet 
F9.430 / 12-02.

Order no. Description

3000 717 Coupling support, for depressurised coupling

3000 718 Nipple support, for depressurised coupling

Dimensions and other variants see ROEMHELD catalogue, sheet 
F9.440 / 1-03.

Mediendurchführung
Flow system

3000 730
3000 731

3000 717
3000 718

Einschraubkuppelelement NW3

Threaded coupling elements NW3

Mehrfachkupplung NW5

Multi-coupling NW5

Kupplungen Couplings
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